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8000D 10 Year Receipt 

Receipt paper 
Direct thermal  

Description 
An uncoated direct thermal 60 micron white tag stock which produces high contrast black images 
with Zebra RW420 mobile printers.  Once printed to its optimum image density, printed images will 
remain legible for 10 years*, making it a good choice for archive applications such as receipts, 
invoices and delivery notes.    It is not recommended for applications involving exposure to moisture 
and solvents. 
 
*Image durability is subject to specific handling and storage conditions as detailed in document “Archive conditions 65684RM” 

Suggested Applications 
• Delivery notes  
• Mobile receipt printing 
• Mobile invoice printing 
 

Technical Specifications 
 Description Caliper 

Facestock 58 gsm. white  thermal imaging paper 
 

   61 microns ±5% 

Total   61 microns 

 
Recommended Zebra printers:  Desktop, mid-range and mobile thermal printers 
 
Recommended Zebra Ribbons:  N/A 
 
Minimum application temperature: 0ºC    
 
Service temperature range:  -5ºC to 49ºC  
 
Recommended storage conditions: One year duration when stored at 0ºC to 21ºC 
     at 35% to 50% RH 

Product Performance and Suitability  
The information contained in this document is to be used for guidance only and is not intended for use in setting 
specifications. All purchasers of Zebra products shall be solely responsible for independently determining if the product 
conforms to all requirements of their unique application.  
 
For testing of this material order from the Zipship price list or contact your internal sales representative. 
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